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Massey Ferguson GC1723 Series 

Cab p/n: 1MFGC1723PR 
Fits Tractor Models: GC1723E, GC1723EB, 

GC1725M and GC1725MB 

(*=Not including accessories) 

Approximate Installation Time * 

Experienced Dealer Technician ï 3 Hours 

Average Dealer Technician ï 4 Hours 

Do-It-Yourself ï 5 Hours 

Approximate Product Specifications 

Floorboard to Roof Height: 59-1/4 inches 

Weight: 285 lbs. 

Cab Width: 44-1/2 inches 

Available Options: 
1. Front LED Work Lights (P/N: 9LEDW4) 
2. Rear LED Work Lights (P/N: 9LEDW3) 
3. Strobe Light (P/N: 9LEDS2) 
4. Dome Light (P/N 9LEDD14) 
5. Heater (P/N: 9PH20S54) 
6. Switch Panel (P/N: 9PSF1) 
7. Side View Mirrors (P/N: 9PM5) 
8. Rear View Mirror (P/N: 9PM3) 
9. Rear Wiper (P/N: 9PWK85F) 

 
 

Note: Front wiper (P/N: 9PWK110) is included 
with the cab kit. 

Rev. A, 08/20/2019 

P/N: IM-1MFGC1723 

The contents of this envelope are the property of the owner.  Leave with the owner when installation is complete. 

While this cab kit was designed to fit on the vehicle(s) listed above, manufacturing tolerances and vehicle 
assembly may affect cab fitment. It is the responsibility of the cab installer to check all vehicle pedals and 
levers for full functionality and, as required, adjust the cab fitment to prevent any interference of the cab 
components with the travel of pedals or levers. 



 

 2 of 22 

TABLE OF CONTENTS 
 
WARNINGS, TIPS, & REQUIRED TOOLS ...................................................... 3 
CAB INSTALLATION .................................................................................. 4-15 
CAB FEATURES & OPERATION ............................................................. 16-17 
CARE AND MAINTENANCE ......................................................................... 17 
SERVICE PARTS  .................................................................................... 18-19 
OPTIONAL ACCESSORIES ......................................................................... 20 
BOLT TORQUE SPECIFICATIONS ......................................................... 21-22 



 

 3 of 22 

Curtis cabs feature an assembly of parts designed for your vehicle which require adjustment 
and alignment of components to accommodate vehicle variations and provide proper weather 
protection. For accurate installation, proper operation, and years of satisfaction, please read 
and understand the installation and ownerôs manual fully prior to installing the cab. 
 

From all of us at Curtis, we thank you for choosing our product. 

HELPFUL HINTS: 
¶Refer to parts diagram found in the service parts section of this manual to help identify parts 

during the assembly process. 

¶To assist with the cab installation, leave all fasteners loose for later adjustment unless 
otherwise specified. 

¶Read and understand all instructions before beginning. 

¶Apply a silicone sealant to seal any minor gaps that may occur due to vehicle variations. 

¶Use caution to avoid damaging the factory installed threaded inserts or weld nuts.  Begin the 
thread engagement by hand to avoid or correct potential cross threading. 

¶Make sure the areas where the supplied self-adhesive hook Velcro will be applied are clean 
and dry and at room temperature for best adhesion. 

¶Before installing parts with factory installed rubber, make sure the rubber is fully installed 
onto the parts for proper fit and sealing. 

  driver and passenger.

  Curtis accessory weights are listed in product

  add additional weight to the base vehicle. All
  Curtis Cabs, blades and general accessories

ADDED
WEIGHT

  brochures. Deduct the accessory's total weight
  from the vehicle's rated capacity and never
  exceed the vehicle's rated capacity including

 Exposure to Carbon Monoxide 
can Cause illness, serious injury or 

death.  Never operate vehicle if suspicious of Carbon Monox-
ide.  Inspect exhaust system for leaks monthly.  Leaks can 
result from loose connections, corrosion, cracks or other 
damage to the exhaust manifold.  If leaks are found, repair or 
replace exhaust system.  Do not use vehicle until repair or 
replacement is complete. 

¶Set of Standard and Metric Sockets (3/8ò Drive) 

¶3/8ò Drive Ratchet and Long Drive Extension 

¶Set of Standard and Metric Open-End Wrenches 

¶Set of Standard and Metric Allen Wrenches 

¶#2 and #3 Phillips Head Screwdrivers 

¶Torque Wrench 

¶Drill/Driver 

¶3/8ò Drill Bit 

¶#2 and #3 Phillips Head Bit 

¶Grease 

¶Silicone Sealant 

¶ Touch-up Paint 

WARNINGS, TIPS, & REQUIRED TOOLS 

TOOLS REQUIRED: 

GENERAL INFORMATION BEFORE YOU START 

California Health and Safety Proposition 65 Warning: This product may contain chemi-
cals known to the state of California to cause cancer and birth defects or other reproductive harm.   
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STEP 1: (VEHICLE PREP) 

1.1 Remove SMV (Slow Moving Vehicle) sign. Save for 
reuse. 

1.2 (GC1723EB & GC1725MB only). Remove the bolted-on 
SMV bracket. Save for reuse. 

1.3 Remove (2) Rear signal lights. Save the lights and bolts 
for reuse. Disconnect wires under fender and pull out of 
the ROPS tube (Roll-Over Protective Structure). Save 
the M8 screws for reuse. 

1.4 Remove (2) Plastic pine tree clips from each side of the 
floor mat. See Fig. 1.4a and 1.4b. Discard clips. 

NOTE: The remainder of the pine tree clips can be removed 
at this time to aid in installation of the seal kit. Retain 
these clips for reuse. 

1.5 Remove (1) Floor pan mounting screw (M8) from each 
side of the vehicle. See Fig. 1.5a and 1.5b. Discard 
screws. 

1.6 Drill through the forward holes in each side of the 
floorboard where the pine tree clips were removed, with a 
3/8ò drill bit.  

WARNING: To avoid damaging the hydraulic lines 
underneath, use a drill stop or place a piece of scrap 
wood under the floorboard on the right side of the tractor. 

NOTE: Push the reverse pedal down to gain access to drill 
the hole on the right side of the cab. 

1.7 Paint the edges of the drilled holes to prevent corrosion.  

1.8 (FL1805 Loader Only) Bend the handles on the Clevis 
pins for the loader outward as shown, to allow the pins to 
rotate out from behind the side frames. See Fig. 1.8. 

NOTE: The notch for the loader clevis pin that prevents 
the pin from rotating causes the pin handle to be 
behind the cab side frame. Bending the pin handle 
allows the pin to rotate so the loader can be 
removed. 

Fig. 1.4a (Pine Tree Clips, Left Side) 

Fig. 1.5a (Floorboard Bolt, left Side) 

Fig. 1.5b (Floorboard Bolt, Right Side) 

Fig. 1.4b (Pine Tree Clips, Right Side) 

Remove these 
Pine Tree Clips 

Remove these 
Pine Tree Clips 

Remove this bolt 

Remove this bolt 

Drill 3/8ò thru 
existing hole 

Drill 3/8ò thru 
existing hole 

Fig. 1.8 (Loader Clevis Pin Handle) 

Bend this 
handle outward 
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STEP 2: (FLOORBOARD BRUSHES) 

NOTE: For best adhesion, apply the flex brushes to a clean, 
dry surface at room temperature.  

2.1 Remove the Pine Tree Clips holding the floor mat to 
allow access to the top of the tractor floorboard. 

NOTE: Full removal of the floor mat is not necessary and 
might be hindered by the hydraulic lines for the front end 
loader. The floor mat can be removed entirely by 
disconnecting the hydraulic lines at the quick couplers. 

2.2 Per fig. 2.2, remove the protective film from the pressure 
sensitive adhesive and adhere the two 8ò long brushes 
(5/8ò long bristles) to either side of the Brake Pedal, 
oriented as shown. 

 Adhere two of the four 5ò long brushes (5/8ò long bristles) 
to either side of the Differential Lock Lever. 

2.3 Per fig. 2.3, adhere two 5ò long brushes (5/8ò long 
bristles) beside the Forward and Reverse pedals, 
between the two pedals, oriented as shown. 

 Adhere the remaining two 5ò long brushes (1ò long 
bristles) beside the Forward and Reverse pedals,  to the 
outside of the two pedals, oriented as shown. 

2.4 Re-install the floor mat. Leave the outer two Pine Tree 
Clips out from each side of the floor mat for cab 
installation. 

 

STEP 3: (LEFT SIDE FENDER BRUSHES) 

3.1 Per fig. 3.1, adhere the 18ò long brush (1ò long bristles) to 
the outer side of the PTO levers, aligned to the label on 
the opposite side of the levers.  

 Install one of the two 10ò long brushes (1ò long bristles) to 
the outer side of the PTO lever, aligned to the label on 
the opposite side of the lever.  

3.2 Per fig. 3.1, install a self-drilling screw at each end of both 
sealing brushes into the tractor fender. Place the screws 
centered on the plastic brush holder, 1/4ò to 1/2ò from the 
end of the brush. 

CAUTION: Operate the driver as slowly as possible while 
installing the self-drilling screws into the plastic, to avoid 
damage to the brush or fender. 

Hardware Used Qty 
#10 x 1/2ò Self-Drilling Pan Head Screws 4 

 

STEP 4: (RIGHT SIDE FENDER 
BRUSHES) 

4.1 Carefully remove the label for the gear speed lever shown 
in fig. 4.1 and adhere it to the 14ò long brush (1ò long 
bristles), oriented as shown in fig. 4.2 on the next page. 

Fig. 2.2 (Left Floorboard Brushes) 

8ò long brushes with 
5/8ò long bristles 

5ò long brushes with 
5/8ò long bristles 

Fig. 2.3 (Right Floorboard Brushes) 

5ò long brushes with 
5/8ò long bristles 

5ò long brushes 
with 1ò 

long bristles 

Fig. 3.1 (Attach Brushes to Left Fender) 

10ò long brush with 
1ò long bristles 

18ò long brush with 
1ò long bristles 

Self-Drilling Screws 

Self-Drilling Screws 

Fig. 4.1 (Remove and Reuse Decal) 

Remove 
this decal 


