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CAB COMPONENTS AND OPTIONS: 

¶ 47587415001         Kit, Cab, Complete, Curtis 

¶ 47690985001         Kit, 2P Doors & Rear Window, Curtis 

¶ 47690989001         Kit, Windshield, AS1, Curtis 

¶ 47587416001         Kit, Mirror, Interior, Curtis 

¶ 47587417001         Kit, Mirror Set, Side, Curtis 

¶ 47587420001         Kit, Console, Overhead, Curtis 

¶ 47587420002         Kit, Console, Overhead W/O Fans, Curtis 

¶ 47587421001         Kit, Dome Light, Curtis* 

¶ 47587418001         Kit, Beacon, Curtis* 

¶ 47587419001         Kit, Work Light, Front, Curtis* 

¶ 47587419002         Kit, Work Light, Rear, Curtis* 

¶ 47693131001        Kit, Windshield Washer, Curtis* 

¶ 47696841001         Kit, Bed Interlock (for CA700 and CA710), Curtis 
* Requires 47587420001or 47587420002 (Overhead Console) 
 
 
BEFORE YOU START: 

¶ Read and understand all instructions before beginning. 

¶ To assist with the cab installation, leave all bolts loose for later adjustment unless otherwise specified. 

¶ Use caution to avoid damaging the factory installed threaded inserts. Begin the bolt engagement by 
hand to guard against potential cross threading. 

MANUAL p/n: IM-47587415003 
Rev. B (03-18-2021) 

The contents of this manual are the property of the owner.  
Be sure to leave with the owner when installation is complete. 

Approximate Installation Time * 

Experienced Dealer Technician ï 3 Hours 

Average Dealer Technician ï 3.5 Hours 

Do-It-Yourself ï 4 Hours 

Club Car Carryall ROPS Cab 
Basic Cab Assembly  
 p/n: 47587415003 

compatible with Carryall models 300, 500, 550, and 700 
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SAFETY INFORMATION: 

  !  WARNING: Cabs and general accessories add additional weight to the base vehicle. Deduct the accessoryôs 
total weight from the vehicleôs rated capacity including driver and passenger. Never operate the vehicle outside of its 
rated weight capacity.  

¶ Weight of this Basic Cab Kit, Curtis is approximately 185 lbs.  (84 kg). 
 

  !  WARNING: Exposure to Carbon Monoxide can cause illness, serious injury or death.  
Never operate vehicle if suspicious of Carbon Monoxide. Inspect exhaust system for leaks monthly. Leaks can result 
from loose connections, corrosion, cracks or other damage to the exhaust manifold. If leaks are found, repair or 
replace exhaust system. Do not use vehicle until repair or replacement is complete. 
A Tailpipe extension (not included) must be installed onto gasoline vehicles of model year 2018 and prior to 
avoid illness, serious injury or death from Carbon Monoxide. 
 

  !  WARNING: Serious injury or death: 

¶ This cab enclosure does not provide protection from flying objects including golf balls. 

¶ This cab enclosure does not provide protection from lightning. When lightning threatens, take cover and do not 
operate vehicle. 

PARTS INCLUDED IN THIS KIT: 

109-00007-L 
SIDE FRAME 
LEFT 

109-00007-R 
SIDE FRAME 
RIGHT 101-00015 

ROOF ASSEMBLY 

102-00017 
WINDSHIELD 
ASSEMBLY 

103-00010 WINDSHIELD SUPPORT CA05  UPPER REAR PANEL 

106-00019 
LOWER REAR PANEL 

CONTINUED ON PAGE 3 
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HWB-00089 
HARDWARE BOX 

TO ORDER SERVICE (REPLACEMENT) PARTS,     
SEE PAGES 16-18 



PARTS IN THIS KIT (continued):  

QTY: (8) 
5/16-18 Flanged 
Lock Nut 

QTY: (4) 
5/16-18 x 1-1/2ò 
Flat Head Bolt 

CAWS-HWK 
WINDSHIELD HARDWARE KIT 

QTY: (4) 
5/16-18 x 3/4ò 
Flanged Hex Bolt  

QTY: (24) 
5/16-18 x 3/4ò 
Flanged Hex 

QTY: (6) 
5/16-18 x 1ò 
Flanged Hex 
Bolt  

CA-HWK-A 

QTY: (2) 
3/8-16 x 1-1/4ò  
Button Head Bolt  

QTY: (18) 
5/16-18 Flanged 
Lock Nut 

CA-HWK 
CARRYALL HARDWARE KIT 

QTY: (4) 
1/4-20 Flanged 
Lock Nut 

QTY: (4) 
1/4-20x 2-1/4ò  
Flanged Hex Bolt  

QTY: (2) 
3/8ò SAE Flat 
Washer 

QTY: (8) 
1/4ò x 1òOD 
Fender Washer 

QTY: (6) 
Push Nut for 5/16ò 

CARGO NET HARDWARE KIT 

QTY: (3) 
1/4ò x 3/4ò 
Plastic Pine Tree 
Clip 

CARGO NET 

HINGE SPACER 
BLOCKS (QTY:2) 

Wiper Motor, 110Á 

9PWK-HB 
Glass Mounting Kit for Wiper Systems 

(See IM-9PWK for contents) 

Wiper Blade, 20ò Flex 

Wiper Arm, 14-16ò 

1ò Dome Plugs 
(QTY:2) 

Arch Rubber 
2 PCS, 4ò Long, 2 PCS, 6ò Long 

 

2ò  Foam Tape 
2 PCS, 4ò Long,  
2 PCS, 4-1/2ò Long 

 

1/2ò V-Groove Weather Seal 
2 PCS, 50ò Long 

 

1/2ò x 9/16ò Foam Rubber 
2 PCS, 31ò Long 
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8ò Wire tie 
(QTY:2) 

7.5 Amp  
ATO/ATC 
Fuse 

7.5 Amp  
mini Fuse 

TO ORDER SERVICE (REPLACEMENT) PARTS,        
SEE PAGES 16-18 

CONTINUED ON PAGE 4 



SEAT BELTS, RETRACTOR 
& LATCH (2 OF EACH) 
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HWK-00039 
SEAT BELT HARDWARE KIT 

QTY: (6) 
7/16-20x 1ò   
Hex Bolt  

QTY: (6) 
7/16-20 
Lock Nut 

QTY: (2) 
7/16ò SAE Flat 
Washer 

QTY: (2) 
7/16ò x 2òOD  

Seat Belt Washer 

QTY: (2) 
Seat Belt 

Angle Bracket 

PARTS IN THIS KIT (continued): 

TO ORDER SERVICE (REPLACEMENT) PARTS, SEE PAGES 16-18 

ROPS Certification Decal 

Tilt Bed Warning Decal 

Gas/Fire Warning Decal 



Tools Required: 

¶ T40 Torx driver 

¶ Ratchet with 3/8ò, 7/16ò, 1/2ò and 9/16ò sockets 

¶ (Optional) Air or electric powered socket driver 
NOTE: Powered driver is not recommended for 

bolts into threaded inserts in the roof and 
rear frame. 

¶ 3/8ò, 7/16ò and 1/2ò and 9/16ò open-end 
wrenches 

¶ 2.5mm, 5/32ò, 3/16ò and 7/32ò Allen wrenches 
or drivers. 

¶ #3 Phillips Screwdriver (right-angle or socket 
driver recommended) 

¶ 5/16ò nut driver or flat screwdriver. 

¶ Power hand drill and 5/16ò drill bit. 

1. CARRYALL PREPARATION: 

NOTE: The seat of the Carryall can be removed 
and the cargo bed can be raised  as needed 
for access to bolts and wiring.   

1.1 Disconnect the battery terminals; negative (-) 
first then positive (+). WARNING: Do not allow 
any tools or other metal objects to contact 
between terminals. 

1.2 Remove the front hood from the Carryall.    
Apply one 4ò strip of Arch rubber to either side 
of the hood (Figure 1.2).  

NOTE: Be sure the area is clean, dry, and at room 
temperature before adhering any rubber. 

1.3 Apply a 6ò piece of Arch rubber to the upper 
rear corner of the left and right fender (Figure 
1.3).  For best results, pull the rubber into the 
gap between the dashboard and fender with 
the adhesive side toward the fender. Pull until 
the rear end of the rubber aligns with the rear 
of the gap and press the rubber into place as 
shown. 

1.4 Apply a 4ò long and 4-1/2ò long 2ò foam tape 
strip to both sides of the front compartment 
near the rear corner (Figure 1.4). 

Figure 1.2: Hood Rubber 

Apply 4ò Arch Rubber to  
rear, lower corners of hood 

Figure 1.3: Fender Rubber (left side shown) 

Apply 6ò Arch Rubber to gap 
between Fender and Dashboard 

Figure 1.4: Under-hood Rubber (left side shown) 

6ò Arch Rubber 

4-1/2ò  Foam Tape 

4ò Foam Tape 
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Pull into 
position 


