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John Deere XUV S4, 855 (Diesel), 2013- 

A/C Kit 
P/N: 1GTRXUV4ACRKD  

Approximate Installation Time * 

Experienced Dealer Technician ï  4-6 Hours 

Average Dealer Technician ï  6-8 Hours 

Do-It-Yourself ï  Not Recommended 

Approximate Product Specifications 

Ground to Top of Air Conditioner: 84 inches 

Weight: 169 lbs.  

Shipping Weight: 350 lbs (1GTRXUV4ACRKD) 

Rev. A, 02/12/2026 

P/N: IM-1GTRXUV4ACRKD  

The contents of this envelope are the property of the owner.  Leave with the owner when installation is complete. 

Register your new product quickly online at 

Curtiscab.com/product-registration/ 

Download a digital copy of your installation 

instructions online at Curtiscab.com/literature/ 

Curtis encourages all customers to register their 

Curtis products. However, failure to do so will not 

diminish right to warranty. Curtis Industries does not 

sell or share your information with anyone else. 

Curtis strives to continuously improve our products, 

technical documentation, etc. Therefore, the 

installation manual for this product may have been 

updated after your product was packaged. The 

latest revision of the installation manual can always 

be found at the website above.  
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Curtis accessories feature an assembly of parts designed for your vehicle which require 
adjustment and alignment of components to accommodate vehicle variations and provide 
proper operation. For accurate installation, proper operation, and years of satisfaction, please 
read and understand the installation and ownerôs manual fully prior to installing the item. 
 

From all of us at Curtis, we thank you for choosing our product. 

HELPFUL HINTS: 
¶ Refer to parts diagram found in the service parts section of this manual to help identify parts during the 
assembly process. 

¶ To assist with the installation, leave all fasteners loose for later adjustment unless otherwise specified. 

¶ Read and understand all instructions before beginning. 

¶ Apply a silicone sealant to seal any minor gaps that may occur due to vehicle variations. 

¶ Use caution to avoid damaging the factory installed threaded inserts or weld nuts.  Begin the thread 
engagement by hand to avoid or correct potential cross threading. 

¶ Make sure the areas where the supplied self-adhesive foam will be applied are clean and dry and at 
room temperature for best adhesion. 

  driver and passenger.

  Curtis accessory weights are listed in product

  add additional weight to the base vehicle. All
  Curtis Cabs, blades and general accessories

ADDED
WEIGHT

  brochures. Deduct the accessory's total weight
  from the vehicle's rated capacity and never
  exceed the vehicle's rated capacity including

 Exposure to Carbon Monoxide 
can Cause illness, serious 

injury or death.  Never operate vehicle if suspicious 
of Carbon Monoxide.  Inspect exhaust system for 
leaks monthly.  Leaks can result from loose connec-
tions, corrosion, cracks or other damage to the 
exhaust manifold.  If leaks are found, repair or 
replace exhaust system.  Do not use vehicle until 
repair or replacement is complete. 

¶ Set of Standard and Metric Sockets (3/8ò Drive) 
¶ 3/8ò Drive Cordless Ratchet and Long Drive Ex-
tension 

¶ Set of Standard and Metric Open-End Wrenches 
¶ Torque Wrenches  
¶ 23mm Socket and Driver 
¶ Refrigerant Machine 
¶ R134a Refrigerant 
¶ Electrical Tape 
¶ T30 & T40 Torx Drivers 
¶ Crows foot wrenches 22mm & 27mm (or 7/8ò and 
1-1/16ò) 

¶ Thread Sealer (Permatex 56521 or Equivalent) 
¶ Loctite 242 
¶ 5/16ò Nut Driver 
¶ 10mm Deep Socket 
¶ Pliers 

¶ Drill 
¶ 3/16ò Drill Bit 
¶ Utility Knife 
¶ Pair of Scissors 
¶ Cutoff Tool (Dremel) 
¶ Tape Measure 
¶ Snips 
¶ Fir Clip Remover 
¶ Flat Blade Screw Driver 
¶ Phillips Head Screw Driver 
¶ Strap Wrench 
¶ Sharpie or China Marker 
¶ 10mm Ratcheting Wrench 
¶ Metric Allen Wrenches 
¶ Punch 
¶ Hammer 
¶ Pick or Small Screw Driver 

WARNINGS, TIPS, & REQUIRED TOOLS 

TOOLS REQUIRED: 

GENERAL INFORMATION BEFORE YOU START 
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A/C INSTALLATION 
SET UP: 
Unpack all parts. Parts wrapped in felt have labels on 
them. Keep parts with these labels to be identified 
properly. Spread parts around work area as space allows 
and check for shipping damage.  
 
Locate all necessary tools from the list on the previous 
page and layout on work bench or table before beginning. 
Open up the main hardware kit and separate and organize 
the hardware.  
 
For vehicles with cab installed, you should remove and 
discard the front & rear roofs. Remove and set aside the 
doors.  
 

STEP 1: (VEHICLE PREP) 
 
1.1  Rotate rear seat bottom up, remove and set aside. 
Disconnect power cables from battery. See fig. 1.1. 

 
 Tools Required: 
 13mm Socket or wrench 
 
1.2  Remove the rear lower kick panel, set aside along 
with its hardware. See fig. 1.2. 

 
 Tools Required: 
 T40 Torx driver 
 
1.3  Remove rear center console and set aside it and the 
(4) plastic dart clips retaining it. See Fig. 1.2. 

 
 Tools Required: 
 Fir Clip Remover 
 
1.4  Remove the front seat and set aside.  
 
1.5  Per fig. 1.5, mark & cut the plastic vehicle panel under 
the front seat on the right side as shown. (2-1/2ò 
outboard & 1ò down). 

 
 Tools Required: 
 Tape measure 
 Sharpie or China marker 
 Utility knife 

Fig. 1.1 Disconnect Battery  

Fig. 1.5 Right Side Vehicle Panel 

Fig. 1.2 Lower Kick Panel and Rear Center Console 

T40 

2-1/2ò 

1ò 

Dart Clips 
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A/C INSTALLATION 

Fig. 1.6 Trim-Lok 

Fig. 1.8a Draft Barrier 

STEP 1: (VEHICLE PREP) 
 
1.6 Per fig. 1.6, install the supplied (narrow grip) Trim-
Lok along the previously cut edge of the right side 
vehicle plastic. 

 
1.7 Install the supplied (wide grip) Trim-Lok along the 
metal edge as shown in Fig. 1.6. 

  
1.8a Orient the supplied draft barrier under hood as 

shown in fig. 1.8a. 
 
1.8b Install the supplied Velcro to the steel frame 

components around the perimeter of the vinyl. Use 
the vinyl panel as a guide for Velcro location. 
Note: The steel frame components must be 
cleaned and should be at room temperature for 
best adhesion. 

 
1.8c Depending on vehicle or other accessory routing, 

you may need to cut the vinyl to best fit with any 
obstacle. Note: If installing with heater, use draft 
barrier contained in heater kit. 

 
1.9 Per the OEM service manual, remove the cargo 
bed. Disconnect any wiring that is tied to or 
connected with the bed.  

 Tools Required: 
 18mm Socket 
 18mm wrench 
 Punch (manual lift) 
 Hammer (manual lift) 
 Pick or small screwdriver (manual lift) 

Narrow Grip 

Wide Grip 
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A/C INSTALLATION 

Fig. 1.13 Debris Shroud and Hardware 

STEP 1: (VEHICLE PREP) 
 
1.10 Remove and set aside the (2) sets of fasteners on 

the left side of the vehicle retaining the seat back 
as shown. See fig. 1.10. 

 
 Tools Required: 
 18mm Socket and wrench 
 
1.11 Remove and set aside the (2) remaining sets of 

fasteners on the right side of the vehicle retaining 
the seat back. 

 
 Tools Required: 
 18mm Socket and wrench 
 
1.12 Remove and set aside the (8) sets of fasteners 

securing the lower cross brace to ROPs and 
vehicle frame. Set the cross brace aside and all 
hardware. See fig. 1.12. 

 
 Tools Required: 
 18mm Socket and wrench 
 
1.13 Remove debris shroud and set aside its hardware 

for future use. The debris shroud itself can be 
discarded. See fig. 1.13. 

 
 Tools Required: 
 T40 Torx bit 
 
1.14  Remove and set aside the C-clip retaining the 

throttle cable to its bracket. Remove and discard 
the bracket and fasteners from the engine block. 
See fig. 1.14. 

 
 Tools Required: 
 Flat blade screw driver 
 15mm Socket 

Fig. 1.10 Left Side Seat Back Fasteners 

Fig. 1.14 Throttle Cable Bracket 

Fig. 1.12 ROPS / Cross Brace Fasteners 

T40 
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A/C INSTALLATION 

Fig. 1.19 Intake Hose 

STEP 1: (VEHICLE PREP) 
 
1.15 Remove and set aside the transmission cable 

retaining clip. See fig. 1.15. 
 
 Tools Required: 
 Flathead Screwdriver 
 Pliers 
 
1.16 Loosen the bolt securing the engine/transmission 

strap to the engine. 
 
 Tools Required: 
 13mm Socket 
 
1.17 Remove and set aside the (2) bolts securing the 

engine/transmission strap and transmission cable 
bracket to the transmission. Remove and discard the 
transmission cable bracket. See Figure 1.15. 

 
 Tools Required: 
 15mm Socket 
 
1.18 Remove the ball stud from the transmission lever and 

reinstall the ball stud on the opposite side of the 
transmission lever. See fig. 1.18. 

 
 Tools Required: 
 13mm Socket  
 13mm Wrench 
 
1.19 Disconnect Air Intake from the engine. See fig. 1.19. 
 
 Tools Required: 
 5/16ò Nut driver or flat blade screw driver 
 
1.20 Disconnect drive shaft from the transmission and 

remove and set aside the (2) fasteners securing the 
intermediate bearing. See fig. 1.20. 

  
 Tools Required: 
 15mm Socket  
 T30 Torx bit 

Fig. 1.15 Transmission Cable Retaining Clip 

Fig. 1.18 Trans Ball Stud Reorientation 

Retaining Clip 

Loosen Hose Clamp 

Fig. 1.20 Driveshaft and Intermediate Bearing 

T30 

Bearing Fasteners 

Trans. Cable Bracket 

Engine/Trans. Strap 


