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(*Not including cab & other accessories) 

Approximate Product Specifications 

Weight: 36 lbs.  

A/C Alternator Kit  
p/n: 1ACKAFXT1DRK 

(fits KAWASAKI MULE PRO-FX 1000 & PRO-FXT 1000) 
 

Must be installed with Curtis Cab:  
Pro-FX: 1KAPFXCA-AC (poly windshield) or 1KAPFXCAS1-AC (glass windshield) 
Pro-FXT: 1KAPFXTCA-AC (poly windshield) or 1KAPFXTCAS1-AC (glass windshield) 

 
Must be installed with Curtis Air Conditioner: 1ACUNIT-TBCOVER 

 
 

For vehicles with cabs already installed, order Curtis A/C Roof Kit:  
1ACKAPFXDXRFK (for Pro-FX) or 1ACKAPFXTDXTRFK (for Pro-FXT) 

Rev. B, 04/16/2026 

P/N: IM-1ACKAFXT1DRK 

Approximate Installation Time * 

Experienced Dealer Technician ï1 Hour 

Average Dealer Technician ï 1.5 Hours 

Do-It-Yourself ï 2 Hours 

The contents of this envelope are the property of the owner.  Leave with the owner when installation is complete. 

CAUTION: Never turn the air conditioner upside down or on its side. Doing so will drain the 

compressor of its oil and will void the warranty.  
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  driver and passenger.

  Curtis accessory weights are listed in product

  add additional weight to the base vehicle. All
  Curtis Cabs, blades and general accessories

ADDED
WEIGHT

  brochures. Deduct the accessory's total weight
  from the vehicle's rated capacity and never
  exceed the vehicle's rated capacity including

WARNINGS, TIPS, & REQUIRED TOOLS 

TOOLS REQUIRED 
      
¶ Set of metric & standard sockets (1/4ò or 3/8ò drive) 

¶ Set of metric & standard open-end wrenches 

¶ Set of metric & standard Allen wrenches  

¶ Ratchet and extensions 

¶ #2 & #3 Phillips screw driver 

¶ Flathead screw driver 

¶ Belt tension tester & straight edge 

¶ Torque wrench 

¶ Drill and 3/16ò drill bit 

¶ Pop Riveter with 3/16ò insert 

¶ Snips 

¶ Diagonal Cutters 

¶ Pliers 

¶ Plastic-cutting saw of choice 

HELPFUL HINTS: 

¶ Refer to parts diagram found in the service parts section of this manual to help identify parts during the 
assembly process. 

¶ To assist with the installation, leave all fasteners loose for later adjustment unless otherwise specified. 

¶ Read and understand all instructions before beginning. 

¶ Use proper personal protective equipment during all phases of installation.  

¶ ALWAYS shut off engine before leaving the operatorôs seat to perform any portion of the procedures listed in 
this manual.   

¶ ALWAYS disconnect the ground cable from the battery when working with any electronics components.  

¶ Follow Lock-out / Tag-out procedures to maintain a safe work environment.  

GENERAL INFORMATION BEFORE YOU START 

California Health and Safety Proposition 

65 Warning: This product may contain chemi-

cals known to the state of California to cause can-

cer and birth defects or other reproductive harm.   

Curtis accessories feature an assembly of parts designed for your vehicle which require adjustment and 

alignment of components to accommodate vehicle variations. For accurate installation, proper operation, and 

years of satisfaction, please read and understand the installation and ownerôs manual fully, prior to installing this 

accessory. 

From all of us at Curtis, we thank you for choosing our product. 
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CARE AND MAINTENANCE 

¶ Readjust the belts after the initial 8-10 hours of vehicle use. 

¶ Check and tighten hardware after 20 hours of vehicle operation. Periodically inspect and tighten hardware for the 
remainder of the unitôs life. 
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STEP 1: (A/C UNIT PREP) 
 

1.1 Before removing the A/C Unit from shipping pallet, 
remove the cover from the unit (save the hardware for 
re-use) and then remove a 1-3/8ò dome plug on the 
front or rear side of the A/C Unit based on the vehicle it 
will be installed on per Fig 1.1.  The wire will be routed 
through this hole. 

 

 Tools 
 3/8ò wrench or socket  
  
1.2 Install 1-7/8ò O.D. Grommet onto the end of the A/C 

Power Supply Harness shown in Fig. 1.2. Make sure 
small lip of the grommet is pointed towards the end 
shown. 

 
1.3 Route the A/C Power Supply Harness per fig 1.3. 
   
 On Pro-FX: Route harness through the hole and 

forward to the power solenoid.  Snake it below the 
refrigerant line making sure nothing is protruding too 
high above the unit that will interfere with A/C Cover 
installation and install the grommet into the hole. 

  

 On Pro-FXT: Determine how vehicle will be used most 
often.  If in a single seat configuration more often, route 
harness like FX and install A/C unit into the roof oriented 
like the FX.  If it will be used in 2 row configuration, 
route in next to the compressor as shown for FXT and 
install the grommet into the hole. 

Fig. 1.1 (Remove dome plug from A/C Unit) 

Fig. 1.2 (Install grommet on this end of power harness) 

FX 

FXT 

Remove 
Plug 

Fig. 1.3 (Route harness inside A/C Unit) 

Routing for FXT 

Routing for FX 

Refrigerant Line 

Small Lip of Grommet 

Power Solenoid 
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STEP 1:  (A/C UNIT PREP CONT'D.) 
 
1.4 Remove the nut securing the ground wires to the 

solenoid mounting plate. Next, install the A/C Power 
Supply Wire Harnessô black ground wire onto the bolt,  
re-install the nut and then tighten as shown In fig. 1.4.  
Be sure that all original wires remain installed on the 
ground fastener. 

 

 Tools 

 5/32ò Allen Wrench 
 7/16ò wrench or socket  
 
1.5 Install the red power wire found on the A/C Power 

Supply Wire Harness onto the empty post found on top 
of the solenoid per fig 1.5.  

 

 Tools 

 1/2ò wrench or socket  
 
1.6 Install Jumper Harness supplied in this kit into the white 

connector on the A/C Unitôs main harness per fig 1.6. 
 
1.7 Connect the purple wire on the A/C Power Supply Wire 

Harness to the purple wire on the A/C Unit harness per 
fig. 1.7.  The brown wire on the A/C power supply wire 
harness will not be used. 

Fig. 1.4 (Connect ground to A/C Unit) 

Fig. 1.5 (Connect power wire to A/C Unit) 

Fig. 1.6 (Install Jumper Harness) 

Connect 

Ground Wire 

Connect 

Power Wire 

Jumper Harness 

Fig. 1.7 (Connect A/C Power Wire Harness) 

Purple Wire Purple Wire 

Brown Wire 
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STEP 1: (A/C UNIT PREP CONT'D.) 
 

1.8 Bundle the wires in the tray formed by the ductwork as 
shown in fig. 1.8. and use the supplied tie wraps to hold 
the harnesses together. 

 

 Hardware Used   Qty 

 8ò Wire Ties     4 
 

 Tools 
 Diagonal Cutters 
 
 

Fig. 1.8 (Tie Wrap Harnesses together) 

Tie Wrap Wires 

as shown 

STEP 2:  (VEHICLE PREP) 
  

For Mule PRO-FXT  
  
If installing alternator kit on Mule Pro-FX vehicle, proceed to 
step 2.4 on the next page. 
  
2.1 Disconnect the (2) latches on either side of the vehicle 

in front of the bed and tilt the back seat bottom forwards 
per fig 2.1. 

 
2.2 Grab handles on the side of the bed and tilt the bed 

backwards per fig. 2.2. 
 
2.3 Disconnect the (2) small latches found on either side of 

the battery cover and set aside the cover per fig. 2.3. 
 
  

 
Fig. 2.1 (Tilt Seat Forward, Pro-FXT) 

Tilt 

Disconnect 

Fig. 2.2 (Tilt Bed, Pro-FXT) 

Handle 

Tilt 

Fig. 2.3 (Remove Battery Cover, Pro-FXT) 

Disconnect 
Latches 
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Fig. 2.7 (Disconnect Ground On Battery) 

Disconnect 
Ground 

STEP 2:  (VEHICLE PREP CONT'D.) 
  

For Mule PRO-FX  
 
If installing alternator kit on Mule Pro-FXT vehicle, proceed to 
step 2.7. 
 
2.4 Disconnect the (2) latches on either side of the vehicle 

in front of the bed and tilt the back seat bottom forwards 
per fig 2.4. 

 
2.5 Disconnect the (2) small latches found on either side of 

the battery cover and set aside the cover per fig. 2.5. 
 

2.6 Remove and set aside seat back cover with its (6) 
Plastic Rivets & (3) Screws per fig. 2.6. 

 

 Tools 
 Flathead Screwdriver 
 #3 Phillips Screwdriver 
 

For both Mule PRO-FX & PRO-FXT 
 
2.7 Disconnect the ground from the battery as shown on  

fig. 2.7. 
 
 

 Tools 
 1/2ò Wrench 
 

Fig. 2.4 (Tilt Bed, Pro-FX) 

Disconnect 
Latches 

Tilt 
Back 

Remove & 
Keep 

Fig. 2.6 (Remove Seat Back Cover) 

Fig. 2.5 (Remove Battery Cover, Pro-FX) 

Disconnect 
Latches 
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STEP 2: (VEHICLE PREP CONT'D.) 
  

2.8 Remove and set aside throttle duct assembly with 
breather hose by loosening the clamps per fig. 2.8. 

 

 Tools 
 #2 Phillips Screwdriver 
 Pliers 
 
2.9 Remove and set aside engine air filter assembly by 

loosening the lower clamp and removing (2) mounting 
screws found on the vehicleôs frame per fig. 2.9. 

 

 Tools 
 #2 Phillips 
 10mm wrench or socket  
 
2.10 Remove and set aside transmission intake duct 

assembly by loosening the lower clamp and removing 
(2) mounting screws found on the vehicleôs frame per 
fig. 2.10a & 2.10b. 

 

 Tools 
 #2 Phillips Screwdriver 
 

Fig. 2.8 (Remove Throttle Duct Assembly) 

Remove 
+ Keep 

Fig. 2.10b (Remove Intake Duct Assembly, Right View) Fig. 2.10a (Remove Intake Duct Assembly, Back View) 

Loosen 

Remove 
+ Keep 

Loosen 

Fig. 2.9 (Remove Engine Air Filter Assembly) 

Loosen 

Remove 
+ Keep 
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Fig. 2.14 (Remove Alternator) 

STEP 2: (VEHICLE PREP CONT'D.) 
 
2.11 Remove and set aside belt cover by removing (3) 

mounting screws per fig. 2.11.  Save hardware for 
reuse. 

 

 Tools 
 8mm wrench or socket  
 
2.12 Disconnect both the alternator power wire and 2-pin 

connector from the back of the alternator per fig 2.12. 
 

 Tools 
 10mm wrench or socket 
 
2.13 Loosen alternator mounting hardware, loosen the 

tensioner to rotate alternator forward, and remove 
factory belt per fig. 2.13. 

 

 Tools 
 14mm wrench or socket 
 6mm Allen wrench 
  
2.14 Remove the two alternator mounting screws and 

remove the alternator per fig. 2.14. The alternator will fit 
between the upper mounting bracket and the 
transmission shifter cable and wiring harness below. 

 

 Tools 
 14mm wrench or socket 
 
 

Fig. 2.13 (Loosen Alt Hardware & Remove Belt) 

Fig. 2.12 (Disconnect Wires from Alternator) 

Disconnect 
Power Wire 

Disconnect 
Alt Connector 

Loosen 

Shifter Cable 

Upper Mount 

Fig. 2.11 (Remove Belt Cover) 

Remove 
+ Keep 

Remove 
+ Keep 


